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LED power supply

+ NON-DIMMABLE
High-end MeanWell HLG Series LED driver, optimal stabilty,

Easy Maintenance
performance and lfespan. i

Tookless quickrelease latches for speedy access
INVENTR NICS

+ DIMMABLE
High-end ics LED driver, i dimming,

J10KV surge pr
performance and lifespan.

Photocell available
Lamp will Auto turn on and off according to lux difference.

High-efficacy LED light source

Philips Lumileds 3030 2D
Greater than 165Im/W high efficacy,
illumination grade LED light source.

Philips Lumileds 5050
\ Greater than 185Im/W high efficacy, Surge protection device(10KV)
\ / illumination grade LEI sou To provide more reliable guarantee for LED driver,

...... o S S e extand the life of the product.

Imported breather
ensures air balance the lamp,
which improves lamp’s service I

Power turn off protector (Only post Top Mounted vaiable )
Under maintenance,when the fixtures be opened, the power
will be cut off to protect personal safety.
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Luminaire and Accessories (Svetiljka + dodaci)

Model Size (mm) Weight (kg)
AG-LD27LMA 480%480*521 8.8
AG-LD37LMA 480*480*521 8.8
AG-LD56LMA 480*480%521 8.8
AG-LD70LMA 480%480*521 8.9
AG-LD9OLMA 480%480*521 9.2
AG-LD120LMA 480%480*521 9.2
Luminaire and Accessories (Svetiljka + dodaci)
Model Size (mm) Weight (kg)
AG-LD27LMB 480*480*204 7.8
AG-LD37LMB 480*480*204 7.8
AG-LD56LMB 480*480*204 7.8
AG-LD70LMB 480*480*204 8.9
AG-LD90LMB 480*480*204 9.2
AG-LD120LMB 480*480*204 9.2
LMB
Luminaire without Accessories (Svetiljka bez dodataka)
Model Size (mm) Weight (kg)
AG-LD27LMC 480*480*209 7.5
AG-LD37LMC 480*480*209 75
AG-LD56LMC 480*480*209 7.5
AG-LD70LMC 480*480*209 77
AG-LD90LMC 480*480*209 7.9
AG-LD120LMC 480*480*209 8.0
LMC
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Luminaire without Accessories (Svetiljka bez dodataka)

Model Size (mm) Weight (kg)
AG-LD27LMD 480*480*240 7.5
AG-LD37LMD 480%480%240 7.5
AG-LDS6LMD 480*480*240 7.5
AG-LD70LMD 480*480*240 7.7
AG-LD9OLMD 480%480%240 7.9
AG-LD120LMD 480%480%240 8.0
A: Post Top Mounted B: Pendant Mounted C: Side Entry Mounted D: Suspended Mounted
C N | Zz |
LMB LMC
LMD
LMA
3030 Version
Luminaire sy Surge
s | o | MDD o | iie”| ot || 0 o |t g |men | U0
(+/-5%) o g Device
AG-LD27LM |  72units/S6mA 27W 130lm/W | 3510Im
AG-LD37LM | 96units/59mA 37W 130Im/W | 4810Im
. 3000
AG-LD56LM | 120units/70mA 56W | 130lm/W | 7280Im | 100-240V/ | Philips |\ 0 0| 1M 2M,3M, 0 C 5100.000
L 277V Lumileds i 55, 1M 10KV
Inventronics 5000 (L70)
AG-LD70LM | 144units/78mA 70W | 130lm/W | 9100Im | ACS50/60Hz | 30302D Symmetry | 00
AG-LD90LM | 168units/86mA 90W 130lm/W | 11700Im
AG-LD120LM | 168units/110mA | 120W | 125Im/W | 15000 Im
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5050 Version
Luminaire Lumen Surge
(+/-5%) i = Device
AG-LD27LM 36units/28mA 27W 140lm/W | 3780Im
AG-LD37LM 48units/29mA 37W 140Im/W 5180 Im
i 3000
AG-LD56LM |  60units/35mA S6W | 140lm/W | 7840Im | 100-240V/ | Philips | | IM.2M,3M, 0 D 5100.000
Lt 277V Lumileds e 55, 1M 5000 10KV (L70)
AG-LD70LM 72units/40mA 70W 140lm/W | 9800Im | AC50/60Hz | 5050 Symmetry 5700
AG-LD90LM 84units/42mA 90W 140Im/W 12600 Im
AG-LD120LM |  84units/56mA 120W 135lm/W | 16200 Im
Working Storage Power Power
Model - Rati CRI : Material Pole Di t
SEs Environment | Temperature 2Hae Factor | Efficiency areia ellz Brermeter (]
AG-LD27LM
AG-LD37LM
. Side Entry Mounted:
Housing: i
- ® 60mm(External diameter of the pole)
AG-LD56LM o P Suspended Mounted:
From -40°to | From -40°to @ 6-12mm(External diameter of the rope)
5 o IP66 >70 >0.95 >90% Lens:
+50 +50 K08 Pemnenid Post Top Mounted:
AG-LD70LM Iasspand @ 60mm(External diameter of the pole)
g pC Pendant Mounted:
@ 60mm(Internal diameter of the pole)
AG-LD90LM
AG-LD120LM

Dimming optional

Inventronics driver will be used if dimming function is requested.

Multiple dimming functions are integrated (0-5V DC or 0-10V DC or PWM Signal or Timer).
- 0-5V Dimming [ All the models over 56W are available ]

- 0(1)-10V Dimming [ All the models are available except 27W ]
- PWM Dimming [ All the models over 56W are available ]

- Timer Dimming [ All the models over 56W are available ]
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Light Distributions
For LMB.LMC.LMD models
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