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AG-LDKmini

Introducing a @AR

economical solution WARRANTY

An exquisite design with highly efficient
LUMILEDS® LUXEON luminous sources
and highly reliable MEANWELL® driver.

C€ CB R&HS

LM-79 LM-80 ENEC |K10 IP66 WARRANTY

High-efficacy LED light source

Connect base

which reduces m

Waterproof connector
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Electrical
Input Voltage
LED Brand
Driver Brand
Power Factor
THD
Power Efficiency
Operating Temperature
Working Environment
Efficacy
CcCcT
Min CRI

Lorawan gateway

Model

AG-LD20Kmini
AG-LD30Kmini
AG-LD40Kmini

AG-LD50Kmini

Model

AG-LD20Kmini
AG-LD30Kmini
AG-LD40Kmini

AG-LD50Kmini

100-277VAC or 347VAC or 480V or 12-24VDC

Lumileds

Meanwell or Inventronics

>0.95

<20%

>90%

-40°C ~ +50°C

-40°C ~ +50°C, 10% ~ 90%RH.

136-160Im/ w

3000K/ 4000K/ 5000K/ 5700K

70 ( 80 optional )

Power(W)
20
30
40

50

Power(W)
20
30
40

50

Rating

SPD

Optic (IESNA )
Color Options
Dimming Options
Control Options
NEMA Socket
Body

Cover

Protection

Pole Fitter Diameter

Zigbae pateway

Efficacy(LM/W) Lumen(LM)
146 2920
140 4200
140 5600
142 7100
Efficacy(LM/W) Lumen(LM)
154 3080
150 4500
150 6000
150 7500
IP66, IK10
10KV ( 20KV optional )
2M, 2M BLS
Deep Grey
1-10v

Photocell or Smart control
3pin, 5pin or 7pin for optional
Die-cast aluminum Housing
PClens

Class |

60mm ( 50mm optional )



