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Preventive Maintenance

Number of Working Storage R cRI Power Power Ot Di:‘;o:uian N.W
Modules Environment | Temperature 2tig Factor Efficiency. el (:"_:)0 H (kg)
1 293*340*156 34
2 336%340*156 44
Housing:
3 Die-cast 439*340*156 54
" 5 Class | Aluminum
F'°"l_r;g? © F'“Ts'g? o P66 >80 50.95 >90% Lens:
K10 Tempered
1 glass and pC | 512+340%156 63
5 585%340*156 7.2

6 658*340*156 8.1
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3030 Version
Number LED Luminaire Lumen
LED Dri Light Lifeti
of Model Working | Power efficacy Qutput Input Voltage Brand B:;V:J Distrillfutions CCT (K) : Thl)me
Modules Current (+/- 5%) (+/- 5%)
AG-ZGCD40H4 95mA 40W 140 Im /w 5600 Im
>100,000 (L70)
1 AG-ZGCD50H5 115mA 50w 130 Im /w 6500 Im
AG-ZGCD60H6 145mA 60W 125Im /w 7500 Im >80,000 (L70)
AG-ZGCD80H4 100mA 80w 140 Im /w 11200 Im >100,000 (L70)
2 AG-ZGCD100H5 120mA 100W 130 Im /w 13000 Im
AG-ZGCD120H5 145mA 120W 125Im /w 15000 Im >80,000 (L70)
AG-ZGCD120H4 | 100mA | 120W | 140Im/w | 16800 Im 100- Philips 60° iggg -_eea
3 AG-ZGCD150H5 120mA 150W 130 Im /w 19500 Im 240V/277V Lumileds | MeanWell 90° 5000
AG-ZGCD180H6 | 145mA | 180W | 125Im/w | 22500 Im | AC50/60Hz | 3030 2D 110° i >80,000 (L70)
AG-ZGCD160H4 100mA 160W 1401 22400 |
i m /w i >100,000 (L70)
4 AG-ZGCD200H5 120mA 200W 130 Im /w 26000 Im
AG-ZGCD240H6 145mA 240W 125Im /w 30000 Im >80,000 (L70)
AG-ZGCD200H4 100mA 200W 140 Im /w 28000 Im >100,000 (L70)
5 AG-ZGCD240H5 120mA 240W 130 Im /w | 31200 Im
AG-ZGCD300H6 140mA 300W 125Im /w 37500 Im >80,000 (L70)
5050 Version
Number LED Luminaire Lumen
LED Dri Light Lifeti
of Model Working | Power efficacy Output Input Voltage Brand Brr;\;e; Distrillfutions CCT (K) I Thl)me
Modules Current (+/-5%) (+/-5%)
AG-ZGCD40H4 48mA 40W 165Im /w 6600 Im
>85,000 (L70)
1 AG-ZGCD50H5 59mA 50W 160 Im /w 8000 Im
AG-ZGCD60H6 75mA 60W 155Im /w 9300 Im >80,000 (L70)
AG-ZGCD80H4 50mA 80W 165Im /w 13200 Im >85,000 (L70)
2 AG-ZGCD100H5 61mA 100w 160 Im /w 16000 Im
AG-ZGCD120H5 75mA 120W 155Im /w 18600 Im >80,000 (L70)
AG-ZGCD120H4 | 50mA | 120W | 165Im/w | 19800Im 100- Philips 2888 S
3 AG-ZGCD150H5 58mA 150w 160 Im /w 24000 Im 240V/277V Lumileds | MeanWell 110° 5000
AG-ZGCD180H6 | 75mA | 180W | 155Im/w | 27900Im | AC50/60Hz 5050 5700 >80,000 (L70)
AG-ZGCD160H4 50mA 160W 165 Im /w 26400 Im >85,000 (L70)
4 AG-ZGCD200H5 58mA 200W 160 Im /w 32000 Im
AG-ZGCD240H6 75mA 240W 155Im /w 37200 Im >80,000 (L70)
AG-ZGCD200H4 50mA 200W 165Im/w | 33000Im >85,000 (L70)
5 AG-ZGCD240H5 61mA 240W 160 Im /w | 38400 Im
AG-ZGCD300H6 75mA 300W 155Im /w 46500 Im >80,000 (L70)
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Greater than 150Im/W high efficacy,

/ illumination grade LED light source.

Philips Lumileds 5050
Greater than 185Im/W high efficacy,
illumination grade LED light source.





